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Molded Case Circuit Breakers
Internal Accessories Selection 

Note:  Accessory modules can only be added to right
side pole of solid state SJD and SLD frame circuit 
breakers. No accessories can be added if  
mechanical interlock is used. All accessories on this 
page are useable on superseded JD2, JJ6, JL6, HJ6, 
SJL, LJ6, LL6, HL6 and SLL circuit breakers.

s  Built to order. Allow 6–8 weeks for delivery.

JD 400A Frame
LD 600A Frame
LMD 800A Frame
SJD 400A Frame
SLD 600A Frame

Accessories for: Shunt Trip Combinations

Control Voltage 1 Shunt Trip
1 Shunt Trip and
1 Auxiliary Switch

AC DC Catalog Number Catalog Number
024 S17JLD6 —
048 S18JLD6s —
120 S01JLD6 S01JLD62A
240 S03JLD6 S03JLD62A
277 S15JLD6s S15JLD64As

480 S04JLD6 —
012 S16JLD6s S16JLD62As

024 S07JLD6 S07JLD62A
048 S09JLD6s S09JLD62A
125 S11JLD6 S11JLD62As

250 S13JLD6s S13JLD62As

Undervoltage Trip Combinations

Control Voltage 1 Undervoltage Trip
1 Undervoltage Trip and
1 Auxiliary Switch

1 Undervoltage Trip and
2 Auxiliary Switches

AC DC Catalog Number Catalog Number Catalog Number
120 U01JLD6 U01JLD62A U01JLD62AA
208 U02JLD6s U02JLD62As U02JLD62AAs

240 U03JLD6 U03JLD62As U03JLD62AAs

480 U06JLD6 U06JLD64As U06JLD64AAs

024 U13JLD6 U13JLD62A U13JLD62AA
048 U14JLD6s U14JLD62As U14JLD62AAs

125 U10JLD6s U10JLD62As U10JLD62AAs

250 U12JLD6s U12JLD62As U12JLD62AAs

Auxiliary Switch Combinations
Maximum 
Voltage 1 Form C 2 Form C

AC DC Catalog Number Catalog Number

480 250 A01JLD64 A02JLD64
— 12 A01JLDLV A02JLDLV

Alarm Switch Combinations
Maximum 
Voltage 1 Alarm Switch

1 Alarm Switch and
1 Auxiliary Switch

1 Alarm Switch and
2 Auxiliary Switches

AC DC Catalog  Number Catalog Number CatalogNumber

480 250 B01JLD64 A01JLD64B A02JLD64B

Product Category MCCB

S01JLD6

ETU Testing Unit
Breaker Type Description Catalog Number

SJD, SLD, SMD, 
SND, SPD

Power Stick EPSP18V
Spare cable for Power Stick COMPCA

The EPSP18V Power Stick is a hand-held, battery-operated power supply 
that can be used for trip testing the Sensitrip IV electronic trip units.  
Requires two 9V batteries.


